Asbestos at the Worksite
OHS information for employers and workers

Introduction
Asbestos is a naturally occurring mineral. The
most commonly used types of asbestos are
Chrysotile, Amosite and Crocidolite. Asbestos
has been and continues to be used in a variety
of materials due to its strength and unique fire
and chemical resistance properties. Asbestos
products may be friable (easily crumbled by
hand pressure), or non-friable (the asbestos
fibres are bound into the product).

Uses of Asbestos
In the past, asbestos-containing materials
were applied to structural steel and concrete
for fire protection and as insulation. Asbestoscontaining products were also used as boiler
and pipe insulation.
Asbestos was commonly used in many other
building materials, including wall board,
caulking compounds, floor tiles, vinyl floor
sheeting, ceiling tiles, plaster, drywall joint
compound and decorative texturing products.
Asbestos has also been used in a wide variety
of other products. These include gaskets,
plastics, duct tape, fire curtains and other
textile products e.g. clothing, rope, gloves and
wire insulation. Some brake pads, clutch
plates and automotive and industrial gaskets
and valve packing materials can still contain
asbestos.
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The use of asbestos in these products
continues to decline; however, asbestos is still
used in some products such as brake pads
and sewer pipe.
The Alberta OHS Code prohibits the use of
crocidolite asbestos, spray –applied asbestos
materials and asbestos in air distribution
systems in a form or location in which
asbestos fibres could enter a supply or return
air system.

HEALTH EFFECTS – What Are
They?
Asbestos can affect the body if the fibres are
inhaled. Once inhaled, the fibres settle in the
airways and lung tissues. Three diseases that
may be caused by inhaling asbestos fibres are
asbestosis, lung cancer and mesothelioma.
Asbestosis is a lung disease caused by
exposure to high concentrations of asbestos
over a long period of time. It takes from 10 to
30 years after exposure begins for the disease
to show up. The main effects are scarring of
the lung tissues and shortness of breath.
These effects develop slowly and can worsen
as the disease progresses, even if exposure
stops.
Workers exposed to asbestos have an
increased risk of developing lung cancer.
Lung cancer takes about 15 to 25 years to
develop, depending on the amount of
exposure.
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Mesothelioma is a rare cancer of the chest
cavity or abdominal cavity linings. Exposure to
asbestos increases the risk of mesothelioma.
This disease has no cure and is almost always
fatal. The time period between exposure and
the onset of disease can range from 15 to 55
years.

Did You Know?
Workers who smoke and are exposed to
asbestos have a much greater risk (70
times greater) of developing lung cancer
than non-smokers who are exposed to the
same concentrations of fibres.



minimize the release of asbestos fibres;
and



ensure that the area is properly cleaned up
after the work is completed.

Detailed recommended work practices for
projects involving asbestos-containing
materials are provided in the Alberta Asbestos
Abatement Manual which can be purchased
from the Alberta Queen’s Printer or
downloaded from the Occupational Health and
Safety Web site at:
https://work.alberta.ca/documents/AsbestosAbatement-Manual.pdf

Worker Health Assessment
HAZARDS – How Do We Control
Asbestos Exposure?
Asbestos fibres must be inhaled to cause
disease. Asbestos-containing products in
good condition and that are not disturbed are
not a direct health hazard. These products
become a potential health hazard when they
are disturbed and fibres are released. Workers
having the highest risk of asbestos exposure
are those involved in asbestos abatement
projects (removal, enclosure or encapsulation
of asbestos-containing products), those doing
maintenance on equipment or buildings that
use asbestos-containing products, or those
who may work in an area where asbestos is
being disturbed by others.
Where asbestos-containing products must be
disturbed, four principles should be followed in
any work procedures:


isolate the work area;



protect workers;

A worker exposed to asbestos must have a
health assessment within 30 days of
becoming an “exposed worker” as defined in
Part 1 of the OHS Code. The initial
assessment is called a baseline health
assessment. This assessment permits the
early detection of any changes from the
baseline measurements.
The health assessment consists of exposure
and health history information, a chest x-ray, a
radiologist’s report, a lung function test, and a
copy of the physician’s interpretation and
explanation of the health assessment.
The chest x-ray consists of a single back to
front (posterior-anterior) view of the chest. The
x-ray needs to be interpreted by a radiologist
and the resulting report must be sent to the
physician.
The chest x-ray consists of a single back to
front (posterior-anterior) view of the chest. The
x-ray needs to be interpreted by a radiologist
and the resulting report must be sent to the
physician.
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Digital imaging can be used to meet the
requirements in the OHS Code, section 40(2),
provided that the imaging facility is able to
print to file when requested.

What’s in the Legislation?

WORKER RESPONSIBILITIES
Workers are responsible for taking reasonable
care of themselves and others at the work
site. Workers must:


become aware of the hazards associated
with working with asbestos;

Alberta’s OHS legislation sets out employer
and worker responsibilities at the work site.
The 8-hour Occupational Exposure Limit
(OEL) for all forms of asbestos is 0.1 fibres
per cubic centimetre (f/cc).



follow the employer’s work procedures;



practice good personal hygiene;



wear the protective equipment required for
the work and use the equipment properly;
and

EMPLOYER RESPONSIBILITIES



participate in training programs provided
by the employer.

OCCUPATIONAL EXPOSURE LIMITS

Employers must:


control the release of asbestos fibres to
keep the concentration of fibres in the air
as low as reasonably practicable;



ensure that workers at the work site are
protected from exposure to asbestos and
other hazards;



develop work procedures to minimize
exposure to asbestos;



provide suitable personal protective
equipment to workers;



train workers in the hazards of asbestos;



train workers in the employer’s work
procedures; and



ensure that asbestos exposed workers are
provided with a health assessment.
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Contact Us
OHS Contact Centre
Edmonton & Surrounding area
 780-415-8690
Throughout Alberta
 1-866-415-8690

Get Copies of OHS Act,
Regulation and Code
Alberta Queen’s Printer
www.qp.gov.ab.ca

Occupational Health and Safety
work.alberta.ca/ohs-legislation

Deaf or hearing impaired:
 780-427-9999 (Edmonton)
 1-800-232-7215 (Alberta)

Website
work.alberta.ca/ohs-contact us
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